NOTE:

1. CONNECTION TO MAIN LINE AND FIRST AUXILIARY VALVE SHALL BE FLANGED.

2. FOR HYDRANT LATERAL LENGTHS OVER 6 L.F.

6” FLG X MJ GATE VALVE AT THE HYDRANT
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ASPHALT ROAD
SURFACE

INSTALL AN ADDITIONAL

. PIPE BEDDING SHALL COMPLY WITH SANDY CITY STANDARDS SPECIFICATIONS
ALL BOLTS, NUTS, AND T—BOLTS SHALL BE LUBICTAED WITH FML GREASE.
. USE ROMAC GRIP RING FOR PVC PIPE & MEGALUGS FOR DIP.

FIRE HYDRANT SHALL BE SET PLUMB

RECESSED 1/8"
BELOW ASPHALT

AT GRADE
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1—1/2" PENTAGON OPERATING
NUT (OPENS LEFT)

FIRE HYDRANT (54", RED IN COLOR),
MUELLER SUPER CENTURION A—423,
CLOW MEDALLION, OR WATEROUS PACER.
NO EXCEPTION.

5" MAX.
r o MIN. STANDARD SIDEWALK ~\
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VALVE BOX (SEE WTR—OB)/

(NUT RISER MAY BE REQUIRED)
WITH BOX ADAPTOR

6” GATE VALVE
FLG X MJ
(MUELLER /CLOW)

THRUST BLOCK

s

FIRST AUXILLARY VALVE

VALVE BOX ADAPTOR

ROMAC GRIP RING OR
MEGALUGS (SEE NOTE 5)

(NUT RISER MAY BE REQUIRED)
WITH BOX ADAPTOR

1/2 CUBIC YARD (MIN.)
GRAVEL

6" GATE VALVE

f=—1"-9"

VALVE BOX (SEE WTR—O3)/

GRADE LINE
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4’ X 5 CONCRETE PAD — CLASS AA(AE)
NO BAG MIX. BATCH PLANT ONLY.

CONTINUE POLYETHYLENE WRAP
TO GROUND LEVEL

HYDRANT DRAIN

SEE THRUST
BLOCK
SEE WTR-08

6" LATERAL

NOT TO SCALE
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FLG X MJ o 0 OCo/Co e
(MUELLER /CLOW) —89 2 o550 _
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4, NO BAG MIX.
’ BATCH PLANT ONLY.
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POLYETHYLENE WRAP (8 MIL.)
(NOT REQUIRE FOR PVC PIPE)
(PVC TAPE ONLY)

18”x18”x4” CONC. (MIN.)

CUT POLYETHYLENE
WRAP TO ALLOW FREE
DRAIN FROM HYDRANT
RISER
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